
 

 

Idigbo  
Latin Name    Terminalia ivorensis   
Also known as emeri ( Ghana ) framire ( Ivory Coast )  
 

 
 
Wood Type   Hardwood 
 
Environmental  Not Listed in CITIES , available from well managed sources.   
 
Distribution   Ivory Coast  
 
The Tree   Reaches a height of 30m or more with a diameter of 1.0m   
  
The Timber   A plain , pale yellow to light brown coloured wood, sometimes relived 
   by a zonal figure originating in the growth rings. There is little  
   distinction between the sapwood and heartwood although the  
   heartwood is slightly darker. Grain is straight to slightly irregular with 
   a coarse to uneven texture  
 
Colour    Yellow to light brown   



 

 

    
Density   560kg/m3 when dried  
 
Durability   Durable 
 
Movement   Small  
 
Drying    Dries well with little distortion and splitting 
 
Texture   Medium to coarse  
 
Working Qualities      Machines well with no dulling effect on the blade, planning at a 20  
                     degree cutting angle is advisable to  prevent tearing .glues nails and  
                     screws well, staining is satisfactory when filled. Stains yellow in  
                     contact with water, stains in contact with Iron when wet, acidic and  
                     may corrode ferrous metals.  
  
Uses    Exterior / Interior Joinery, Furniture, Doors, Windows,  
   Conservatories 
 
 


